CHILLER UNITS ; ' |

Direct Drive ¢ Water Cooled e R-22
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"OUR COMMITMENT TO A BETTER ENVIRONMENT"

o 78

ITEMS INCLUDED .

e Compressor unit « Water cooled condenser e DX chiller with accessories o Motor e Starter e
o Refrigerant charge e Oil charge e Control panel e Insulation e

OPTIONS

¢ DX oil cooler kite Suction accumulator ¢ Condenser water regulating valve e
e Flow switch e High efficiency motor e

NOTE: For more information, please contfact your nearest MYCOM office. Glycol & brine chillers are available.

PERFORMANCE TABLE - MYKOLD "KWC" WATER CHILLER UNITS R-22
Cooling Water: 85°F IN 5°F OUT
“ : CHILLER DT (EWT-LWT L COOLING
HI-EFF | 8°F |
MOTOR _ GPM

%

7 I O T
| 45 [ 1690

14.2
14.0

LR

MYKOLD K SERIES

| 1542
1524 | 14,

J414 41506 1 13,
135.4 148.8 | : 13.9 406.2
CHILLER APPROACH: 9°F FOULING FACTOR: 0.0005 FT2«H+F/BTU
ON 10°F DT=2.4 GPM/TON 12°F DT=2.0 GPM/TON
NPUT (Ref ARI 530-86) LWT = Chiller Leaving Water Temperature
EWT = Chiller Entering Water Temperature PD = Water Pressure Drop (PSI)

High-Performance Compressors & Units
Designed to Meet Today's Challenge
to Reduce Ozone Depletion

MYCOM RESERVES THE RIGHT TO CHANGE, AT ANYTIME, DESIGNS OR SPECIFICATIONS WITHOUT NOTICE. : MN-91-12




mw he MYCOM "K' series compressor and "MYKOLD" units are another addition to the family of world-

' renowned MYCOM reciprocafing refrigeration equipment. These halocarbon compressors are
rugged, industrial quality, and designed specifically for use with R-22 and the newer ozone friendly
refrigerants soon fo be commercially available. This equipment is competitively priced and suitable for
both industrial and commercial applications, insuring dependability, long life and low operation and
maintenance costs,

COMPACT

FOR A BETTER ENVIRONMENT

Lighter and smaller than any other compressors of its Designed specifically for use with R-22 and other
type. All "K" series and "MYKOLD" units, including environmentally safe refrigerants to reduce czone
chillers, will fit through a standard doorway (36" x 80"). depletion.

HI-QUALITY SAVE ENERGY

Manufactured at our modern plant under the highest Hydraulically operated mulfistep unloading system
level of guality control. for precise control and energy efficient operation.

BARE COMPRESSORS

Shegel 0 oAk e ITEMS INCLUDED
PE OPEN TYPE RECIPROCATING C
No. of cylinder 4 \ 6 | 8 e Compressor
Max. speed (rpm) 1800 e Suction & discharge stop valves
Cfm at max speed 93.7 140.6 187.4 ‘ )
Capacity control solenoid valves
Capacity steps 100, 75, 50, 25% 100, 83, 67, 50, 33% 100. 75. 50, 25% ‘ B 4
Refrigeration oll SUNISO 4GS (ISO VG68) e [nternal pressure relief valve
Oll charge (gal) 24 24 26 « Suction & oil sump strainers
Suction ODS 2-1/8" 2-5/8" 3-1/8"
Discharge ODS 1-5/8 2-1/8 2:5/8 OPTIONS
Net weight (Ibs) (i) 644 706

e Coupling (direct drive)

e Flywheel (belt drive)

¢ Crankcase heater

» MYPRO- K microprocessor control
panel with pressure fransducers

e Qil separator
e Qil return kit
e By-pass ol filter

¢ DX oil cooler kit
o Hand tool kit

28-1/16" | 22-14/32 9-1/16" | 11-1/32° | 8-17/64"| 8-7/64"| &6-13/16"
28-15/32' | 25-1/32° | 24-39/64" 9-1/16" | 11-1/32" | B-17/64"| 87/64"| 6-13/1¢"
30-1/32" | 25-29/32" | 26-7/32" | 9-27/32°| 11-1/32° | 8-17/64"| 9-1/16"| 6-13/16°

MYCOM "K" COMPRESSOR

Ring plate Suction &
Discharge Valves

Unloading By Suction
Valve Lift

Suction Strainer

Cylinder
Sleeves

3 Ring Aluminum
> Pistons

Internal Safety &
Relief Valve

High Efficiency Qi
Pick-up

Large Qil Level
Sightglass

Qil Pressure Regulator

High Tensile Strength Ductile

il F
QOil Flooded Iron Crankshaft

Shaft Seal

COMPRESSOR UNITS

Direct Drive e R-22

ITEMS INCLUDED

¢ Bare compressor e Coupling & guarde Crankcase heater e Qil charge (loose) e
* MYPRO- K microprocessor control panel with pressure fransducers e Steel base e By-pass oil filter o
OPTIONS
e DX oil cooler kit » Qil separator e Discharge check valve e Suction accumulator e
e Qil return float kit e Electric Motfor e Motor startere
NOTE: Please contact MYCOM office for belf drive unifs.

CONDENSING UNITS
Direct Drive ¢ Water Cooled
| DIMENSIONS = WEIGHT
MODEL| I W W apsy
4K 708 29" 56" 1900 H
6K 74" 29" 56" 2300
8K 76" 20° | 58 2600
ITEMS INCLUDED 2

e Compressor unite Shell & tube oner cooled condenser o Oil separator e Electric motor e
¢ Qil charge o Steel base o By-pass ol filter o

OPTIONS
e DX oil cooler kit  Suction accumulator ¢ Condenser water regulating valve e
o Flow swifche Liquid receiver e Mofor starfere
PERFORMANCE TABLES FOR COMPRESSOR & CONDENSING UNITS
COND| m _EAL_&% : P 'COND| EVA [ THR | CAP a%r;m _CAP|. %JHL
TEMP_ | TEMP. ~  MBH [ R | | MBH _MBH_ TEMP_ | TEMI I MBH| @R | MBH | @R MBH
30| 6A| 166 1170] 97 | 23.3| 1768| 129|311 | 2338 20 | 73| 1841839 [ 109 27.7] 2012] 145 369 2687
20 [ 96| 189 1632 144 2831 2446 192[377 | 3261 -0 | 107 | 226] 1864 | 161 | 339 279.6| 215 452 | 3727
510 [134| 220 217.1] 201 331 3058] 268[a4]1 | 4343 (0 | 149 | 2686|2470 | 24| 399 3704| 299 | 532 4939
0 180 250[ 280 27.0| 37.5] 4200 361|500 | 560.] 105 |10 | 200 | 304[ 3170 299 | 455| 4751 399 | 607 6336
85 |10 [235] 276] 3625] 353| 414 5289 47.1[552 [ 7052 20 | 259 | 338|3970| 389 | 506| 5953| 518 675 7938
20 (300 297] 4358] 450 446[ 65381 600[504 | 8716 30 | 329 | 2367|4883 | 494 550 | 7323| 658 | 733 9763
30 376 312] 5309| 564 468 7963| 752|624 10617 40 | 410 | 389| 5918 616 | 534 887.8| 821 | 77.9] 11838
40 [465] 319 6389 | 697 47.8] 9582 9301638 (12778 50 | 505 | 404 7090 | 458 | 60.6|1,0635]101.0 | 808 14180
50 |567 1 3170 76131 8511 475114181 11341633 11522 2001 61 R8BS | 92 | 967 1778 122 | 3551 2370
20 | 84| 188 1489 126 282[ 2035] 1691376 | 2980 0 | 94| 224 1697 | 141 336 2546| 188 | 448 3304
10 | 120 ] 225 2023 18.1] 337] 3033 242|449 | 4043 0 134 | 2692291 | 201 | 404 3437| 268 | 53.9| 4584
0 165 259 2638[ 247 389| 3958| 330519 | 5279 15 |10 [ 182 | 313[ 2077 2731 469 4asA| 363 | 626] 5953
10 [218] 29.1] 3351 | 326! 437| 5028| 435(582 | 670.2 20 | 238 | 353[ 3759 358 | 530 5640| 477 | 07| 7521
9% |20 |280| 319| 4169| 420 47.8] 6253| 560638 | 8338 30 | 305 | 390 4665 | 458 584 6979] 610 | 77.9 9308
30 [353] 31l 51| 529] 5111 7650] 70610681 110200 40 [ 383 | 420[ 5667 6751 630] 8500] 766 | 840 1,334
40 [438 ] 356] 6160] 657 533] 37| 876[7.0 12318 50 | 474 | 443 6810 | 71.1 | 664 [10216] 947 | 886 13623
50 | 536 | 36.2] 7357 | 805| 54211033 ] 107.3[723 (14713
NOTE: Suction Super Heat: 15°F Liquid subcool: 15°F

THR: Total heat rejection DX Qil Cooler is required in shaded areas Direct drive; 1750RPM



